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1.  个个个个

• 1.6MPa  

•  

 

EC Declaration of Conformity 

according to the guideline of the Board for Approximation  

of Laws of the member states on the  

electromagnetic compatibility  (89/336/EWG) 

 

Portable dew point meter  DP 500 / DP 520 

 

CS Instruments (Asia) as the manufacurer herewith declares that the above 

mentioned humidity sensor correspond with the requirements of the following 

guideline:  

Electromagnetic compatibility (EMV) (89/336/EWG) 

The assessment of the instrument was subject to the following  

standards: 

 Emitted interference: EN 61326: 1997 + A1; 1998 + A2: 2001 

 Interference resistance: EN 61326: 1997 + A1: 1998 + A2: 2001 

 

CS Instruments (Asia) Co., Ltd.  Shenzhen, 15.05.2012 

The Management 

 

 

 

 

This declaration does not guarantee any product characteristics. 

CS In
stru

ments (A
sia) C

o.,  
Ltd.

                         
 
                          



  

 0970 0055 DP 500 , V1.0, 2012 6 11  0970 0055 DP 500 , V1.0, 2012 6 11  

DP 500 DP 500 

4 13 

DP 500

 

2.  个个个个

 

 (0699 3492). 

(0554 

0003). 

USB  (0554 0018). 

DP 500  (0560 0500). 

24

 

 

 

 

 

9.   

7

20  

 

 

• 1-2  

• 100%  

•  

• ISO9001  

•  

•  

• 50000  

 

8.  

个个个个
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DP 500  

 

 

 

Bluetooth® 

个

 

7.   

  

0600 0500 DP 500  

0560 0500 DP 500  

0554 0003  

0554 0018 USB USB  

0554 0019 DP 500  

0699 3500 
个

6.   
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6mm

 

 

 

 校                 ± 2 °Ctd @ -50 °Ctd 

校个                 ± 0.005 MPa 

校                 ± 0.3 °C 

个

山 校个个个个 23 °C ± 3 °C 

校个  <90%, 个

 T95:  -50 —> -10 °Ctd: 10  

   -10 —> -50 °Ctd: 5  

/  USB : 5V, 2A ( 范能激 ) 

: 6   

 
:  0 … +50 °C  

:  -40 … +65 °C 

:  < 90%, 个

EMC: IEC / EN 61326 

5.   

校个 -80 … +20 °Ctd 

校个 -0.1 … 1.5 MPa 

校 -30 ... +50 °C 

 

 g/m3, mg/m3, ppmv, g/kg 

个

 CE :  个

个 个 CE 个
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4.1   

4.2   

USB  

 ( DP 

520) 

 ( DP 

520) 

/  

 

 

4.7  个个个个

2

 

×××× 

%  
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4.3  个个个个

4.4   

 

4.5  个个个个

DP 500/520

 

个个个个

0

槽

氟  

 

——

 

• -40 °Ctd 

 

• 

 

• -40 … -55 °Ctd  

•   
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CS Instruments

联系我们

● 咨询

● 销售

● 客户服务

● 培训

德国

Am Oxer 28c

D-24955 Harrislee

Tel. +49 (0) 4 61 - 700 2025

Fax +49 (0) 4 61 - 700 2026

E-Mail cs@messprofi.de

中国 

   

10

1202 jing ling shi dai internation,

XiaoYing West Road No27,Haidian District,beijing
Tel.+86(0)10 - 82951585,82946733

Fax.+86(0)10 - 82915752

                         
 
                          


